Ebrilsplit CE

Itis the copper pipe coated with insulating agents that employ an innovative and completely
recyclable polymer compound characterized by high thermal insulation performance.

The coating has a vapour permeability of p=11.000, a heat conductivity capacity of A=0,038W/(m*K)
and it adheres perfectly to the copper tube, ensuring a high anti-con- densation performance.

The polyethylene foam is produced without hazardous gases (CFCs and HCFCs) in compli- ance
with the EU Regulation No. 237/2000 and with the Directive 2011/65/EU (RoHS).

b The perfect inner cleanliness of the copper tube is guaranteed by the seals of the ends at a

pressure of over 70 tons.
Ebrilsplit (single tubing) is available in 50m and 25m coils and in 25m coils in the twin-tube version.

Each coil is marked with progressive numbers at one-meter intervals.

EbrilsplitC€

Description

TECHNICAL DATA TECHNICAL DATA

DATI TECNICI

0 esterno deltuboinrame/ ¢ 114 38 02 114 38 12 58 114 38 w2 si8 34 78
Ext. 0 copper pipe S 6,35 952 127 6,35 952 127 1588 635 9,52 127 1588 19,05 22,22
zﬂ:;?r'fh'i:ﬂeeis i 07 0.7 07 08 08 08 08 10 10 10 10 10 10
Max: prass: Eauvilzio/ bar 13 75 59 130 ) 70 53 173 115 8 70 59 50

Max. working press.

Spessore isolante /
Insulation thickness

Packaging 50m rotoli /
Packaging 50m coils

mm 6 9 6 9 9 6 9 6 9 9 9 6 9 6 9 9 9 13 13
m/pallet 1.200 1.000 1.000 900 800 1.200 1.000 1.000 900 800 - 1.200 1.000 1.000 900 800

::z::g::ggg:':‘;fs"’ mipallet - 800 - 700 675 1000 800 850 700 675 600 1000 800 850 700 675 600 400 350

DATITECNICI

0 esterno del tubo in rame / inch 1/4.3/8 1/41/2 1/4-5/8 3/8:5/8 3/8:3/4 1/4.3/8 1/41/2 1/4-5/8 3/8:5/8 3/8-3/4 1/4-3/8 114112 1/4-5/8 3/8-5/8 3/8-3/4
Ext. copper pipe mm 635952 635127 6351588 9,5215,88 9,52-19.05 6,359,52 6,3512,7 6,3515,88 9,52-15,88 9,52-19,05 6,359,52 6,35-12,7 6,3515,88 9,52-15,88 9,52-19,05
zg:f:;’fh’l‘:;’:;’s S mm 0707 0707 0708 0708 0710 0808 0808 0810 0810 0810 1010 1010 1010 1010 1010
m:&mm’fe‘:"’ bar 11375 11359 11353 7553 7559 13092 13070 13070 9270 9259 173115 17386 17370 11570 11559

Spessore isolante /

ey mm 99 99 9-9 9-9 913 9-9 9-9 99 99 913 99 9-9 9-9 9-9 913
Insulation thickness

Packaging 20m rotoli /
Packaging 20m coils

m/pallet 400 400 280 280 220 400 400 280 280 220 400 400 280 280 220
Applications

e Air conditioning systems

e Conveyance of refrigerant fluids (R410A, R407C, R32)

Copper pipe specifications
e Cu-DHP phosphorized copper (Cu 99,9%, 0,015%=<P<0,040%), with properties and dimensional tolerances in compliance with the Standard UNI EN 12735-1
e Physical state annealed R220 N / mm2 surface quality characterized by residual quantity <38mg/ m2 of internal surface

Insulation coating specifications
e Extruded closed-cell polyethylene foam
e Color: white insulation coating with outer protective film in embossed LDPE

e Fire retardant class according to the European Standard UNI EN 13501-1: BLs1d0

Air conditioning
e High insulating performance A=0,038W/(m*K) average temperature detected at 40°C
e Vapour Permeability p=11.000 for the best anti-condensation performance
e Operating temperature -45°C +110°C according to EN 14707:2012 for cylindrical piping



